SECTION 3212 16
ASPHALT SEAL COAT AND CRACK SEALING

PART 1 - GENERAL
1.1 DESCRIPTION

This work shall cover the sealing and repairing of hot asphalt concrete pavement.

1.2 RELATED WORK

A. Pavement Markings: Section 32 17 23, PAVEMENT MARKINGS.

1.3 SUBMITTALS

A. In accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES, furnish

the following:

B. One copy of State Highway Department Specifications.

C. Provide MSDS (Material Safety Data Sheets) for all chemicals used on ground.

PART 2 - PRODUCTS
2.1 GENERAL

A. Materials shall conform to the requirements of the following and other appropriate sections of
the latest version of the State Highway Material Specifications, including amendments, addenda
and errata. Where the term "Engineer" or "Commission" is referenced in the State Highway

Specifications, it shall mean the VA Resident Engineer or VA Contracting Officer.

2.2 CRACK REPAIR

A. Contractor to use a product for the repair of cracks as approved by the State Highway

Specifications.

2.3 SEALER
A. Provide a sealer consisting of suitable fibrated chemical type asphalt base binders and fillers
having a container consistency suitable for troweling after thorough stirring, and containing no

clay or other deleterious substance.

B. Where conflicts arise between this specification and the requirements in the latest version of

the State Highway Specifications, the State Specifications shall control.



PART 3 - EXECUTION

3.1 GENERAL
The Asphalt Concrete Paving equipment, weather limitations, job-mix formula, mixing,
construction methods, finishing, tolerance, and protection shall conform to the requirements of

the appropriate sections of the State Highway Specifications for the type of material specified.

3.2 APPLICATION OF SEAL COAT
A. Prepare the surfaces, mix the seal coat material, and apply in accordance with the

manufacturer’s recommendations as approved by the Architect or Engineer.
B. Apply one coat of the specified sealer.

C. Achieve a finished surface seal which, when dry and thoroughly set, is smooth, tough, resilient,
of uniform black color, and free from coarse textured areas, lap marks, ridges, and other surface

irregularities.

3.3 PROTECTION
Protect the asphaltic concrete paved areas from traffic until the sealer is set and cured and does

not pick up under foot or wheeled traffic.

3.4 FINAL CLEAN-UP

Remove all debris, rubbish, and excess material from the work area.

~--END---



